NOVEDAD :
VIDEOENDOSCOPIO INALAMBRICO RIGIDO Diametro 9mm xLargo 300mm y VISION a 90°
INSPECCION CAMARA AIRE ENTRE PAREDES, FALSOS TECHOS ,CONDUCTOS CLIMA , etc.

st e o e Ca CAMARA INSPECCION vision 90°
n
» In peCtlon mera Ideal para INTERIOR PAREDES

Siainiems steel insortion e «GIMATEG TV-0903-90
OrniOffewlch The Insertlan proba Is mada of stalnless stesl,

LED brightriass cantol which adds extra robustness and durablliity even
in the most challenging conditions of an industrial
inspection. It is usable at temperature between
-10°C and 60°C. It's also IPS7 waterproof.

Dia. Bmm
Lenth 300mm

Side view samnes
LEDe lighting distanca up ta 1.5m

2 high Intensity LED=
Ughting dstenca: 1.5m

Wireleas transmission

The wireless transmission between camera and monitor
offers great convenienca for users in all kinds of inspection
works. It's always a trouble to have wires connected when
you would like to rotate the probe 360 degrees.

Gamara Tube: Monitor:

+ 8mm stalnless steel Insertlon probe + 3.6" TFT-LCD wiraless monltor 1x Monitor
* Probe length 300mm * With SD card recording, support Max.
+ Slde view camera head 32GB MicroSD card 1% USB Cable
¢ 2 High brighiness LEDs, providing lightup Multi-language menu s
to 1.5matars + Built-in rechargeable battery 1xVideo Out Cable =
* Video out port :
*Bullt vecdrgeata batery 1x Magnet Stand for Monitor E
# 2.4 GHz wireless transmission .
+ Watarproof lavel: IP87(Probe only)
T 1x Power adapter for Monitor '{L{,‘
Monitor 1x Powsr adapter for Camera ‘
Diameter of Ingertion Tube  Smm Scrsen Slze 35" TFT-LCD 1x Manyal L
Insertion Tube Length 300mm Display Resolution 320(R.G.B.) x 240dot — . =
Overall Length 350mm Video Format NTBG/PAL 1x Case 1
Tuba Material Stainloss Steel Modulation Mods FM = .
Light Sourca 2 highintensity LEDsfor ~ Reocelve Senaltivity -86dBm {moduls)
1.5m lighting distance Bullt-In Li-Battary Capacity  11D0MAH/ATV
Effectiva Plxels 768 x 4Q4{NTEC) / Charge Tima 3 hours (GI MATEG ¢/ Ant. Cusido 136 bajos
752X 582(PAL) Work Time 3hours S A 08208 SABADELL (BCN)
Mains Battary Charger Yes Consumption Current SO0MA(MAX) 937071833 gimateg@telefonica.net
Depth of Flald (DOF) Bom-infinita Mamory Micro 5D Card
Flald of Viaw (FOV) B6° Picturs Farmat PG
Water Proof IPE7 (Probe andy) Videt Formak AV
Operafiani Temperature =10°C ~ 60°C Picture/Viceo Resolution BA0w480
Battery capacily 1500mAh Frame Rate 30Frame/3
Work Time 4 hours Operation Temperature D=+45°C
Charge Hme 5 hours Storage Temperature -20~+80°C
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